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Corner originally set as a post in 1820 by Wm. Laughlin with the following witnesses: 14" beech bearing il

north 55 degrees, thence west 30 links, and a 8" sugar bearing south 7 degrees, thence west 11 links,
(M.C.Atlas p. 8)A survey by D.B.Hasbrook on August 20,1852 indicates no stone but the following
witnesses: 10"Beech bearing north 41.75 degrees, thence east 55 links; and a 30" oak bearing south 43
degrees, thence west 133 links. (Washington Legal Book p.3) Corner referenced by Gioscio on 12/5/49 and
called a stone. Corner referenced by Cripe on 12/18/73 and called a R.R. spike. Corner referenced by
Miller on 2/4/76 and called a R.R. spike. Corner referenced by Greene on 3/17/87 and called a R.R. spike.
Corner referenced by Wilcoxen on 4/14/97 and called a R.R. spike. Corner referenced by Wilcoxen on
7/10/2002 and called a R.R. spike. Corner was excavated on 5/21/2003 by Kiste and a R.R. spike was
found 4" down. A stone was found 19" down. A #205 cast iron Harrison Monument was set in position as

the corner.
17031604
REF, DISTANCE DESCRIPTION
L 42.01 PK nail S PwP#50-61A 12"up
110.08’ Maq nail w/brass washer W PwP#453-201 A
2. 40.00']| Due S to C/L of Tulane Road
3, 99.23°|| SE corner of brick wall
4, 87.48'|| NE corner of brick wall
5, 110.47"]] NW corner of brick wall
6. 50.95']| SF_ corner of brick wall
1 61.87 NE corner of brick wall




